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NOTE:

1. SIZE OF SERVICE TO BE AS NOTED IN THE FORM OF TENDER. COLOUR SHALL BE GREEN FOR SANITARY SERVICE AND
WHITE FOR STORM.

2. SANITARY SERVICES TO BE INSTALLED WITH 2.4m MINIMUM COVER AT PROPERTY LINE AT A TYPICAL 2.0% GRADE.
STORM SERVICES TO BE INSTALLED WITH 1.4m MINIMUM COVER AT PROPERTY LINE AT A TYPICAL 1.0% SERVICE GRADE.
CONTRACTOR TO USE MANUFACTURED VERTICAL SWEEPS TO RECONNECT NEW SERVICE TO EXISTING ELEVATION BEYOND
CLEANOUT, AS REQUIRED. CONNECTION OF NEW SERVICE TO EXISTING SERVICE SHALL BE MADE USING APPROVED FITTINGS
(FERNCO OR EQUIVALENT).

3. WHERE MAINLINE SEWER ELEVATIONS DOES NOT ALLOW 2.4m COVER AT PROPERTY LINE FOR SANITARY SERVICES OR
1.4m FOR STORM SERVICES, SERVICES SHALL BE INSTALLED AS DEEP AS POSSIBLE WHILE MAINTAINING A MINIMUM 1.0%
SERVICE GRADE TO PROPERTY LINE.

4. BACKFILL OF SERVICE UNDER THE ROAD PLATFORM SHALL MATCH THE MAIN LINE SANITARY SEWER BACKFILL. BACKFILL
BEYOND THE ROAD PLATFORM SHALL BE AS SPECIFIED IN THE FORM OF TENDER FOR THE SANITARY SERVICE.

5. ALL JOINTS ON THE WYE AND CLEANOUT RISER SHALL BE GLUED.
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